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Figure 11. (Continued.)

smoothing factor that correspond to the start of decrease in fitting
on an absolute scale (Fig. S2, dash line). By doing this, the reduc-
tion of the shallow deficit in our analysis can be considered as the
minimum.

From these results, we conclude that incorporating the near-fault
offset measurements results in better resolution in the shallower part

of the inversion model. Interestingly, for this weighted least-squares
process, the weight of the COSI-Corr, near-fault data set showed
an independence from other data sets, which means a reasonable
weight decrease or increase (before this causes numerical instabil-
ity) on this data set does not significantly sacrifice the fitting of
other data sets (Fig. S1). This unexpected independence not only
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Figure 12. GPS measurements from 82 stations and the forwarded displacement at these stations for 1992 Landers earthquake. Black and red arrows represent
horizontal and vertical measurements from GPS and blue and green arrows are forwarded horizontal and vertical displacements from our model. Only near-field
stations are plotted.

proves the importance of including near-fault displacement mea-
surements, but also highlights the possible uncertainties in previous
inversion studies that lack this type of near-fault surface deformation
constraint.

Our reanalysis shown in Figs 15–17, also provides refined equiv-
alent moment–magnitude estimates of 7.3 for the Landers earth-
quake, 7.1 for the Hector Mine earthquake and 7.2 for the El Mayor–
Cucapah earthquake, assuming a typical value for the shear modulus
of the Earth’s crust (30 GPa). These results agree well with the seis-
mological GCMT (Dziewonski et al. 1981) solution. The main new
features of our reanalysed models provided more accurate shallow
slip estimates due to the addition of the near-fault data. When we
integrated along strike, the new cumulative strike-slip versus depth
(Fig. 18) shows SSDs ranging from 3 to 18 per cent, which are much
smaller than previous studies. Nevertheless, in all three cases the
near-fault data require the surface slip to be lower than the modeled
slip in the 4–6 km depth range. As discussed below, however, we
suspect that much, or even all, of these remaining small SSDs may
be more likely to be artefacts of inversion.

5 D I S C U S S I O N

Previous models of three large-magnitude strike-slip earthquakes
based on high-quality geodetic data all yielded a deficit of coseis-
mic slip on the uppermost few kilometres of the fault; this was

attributed to a velocity strengthening behaviour in the shallowest
part of the crust. The discrepancy in slip at the surface compared
to that at depth suggested by the earlier models ranged up to sev-
eral metres, which is much larger than could be compensated for
by other seismic or aseismic mechanisms (Fialko et al. 2005). This
result not only brought challenges to theoretically explaining the
earthquake cycle process but also introduced concerns that surface
slip measurement might not be representative of slip at seismogenic
depths. If true, this would suggest the underestimation of fault slip
rate, with commensurate underestimation of probabilistic seismic
hazard (Brune & Anooshehpoor 1998; King & Wesnousky 2007;
Hollingsworth et al. 2012). Kaneko & Fialko (2011) demonstrated
from dynamic rupture simulations that inelastic off-fault deforma-
tion could, at most, account for a 15 per cent shallow deficit. More-
over, they showed that, because using purely elastic models may un-
derestimate the true near-surface slip by an additional 10 per cent,
consideration of both factors could explain SSDs of as much as
25 per cent. Although this can explain much of the observed SSDs,
the artefacts arising from these factors, by themselves, are not suf-
ficient for explaining the very large SSDs observed for the Landers
and the El Mayor–Cucapah earthquakes. Here, by introducing de-
tailed near-fault surface deformation data and more accurate repre-
sentations of the fault surface geometries, we generated more robust
estimation of coseismic slip inversions, as well as refined estimates
of the magnitude of the surface slip deficits. Specifically, we found
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Figure 13. GPS measurements from 77 stations and the forwarded displacement at these stations for 1999 Hector Mine earthquake. Black and red arrows
represent horizontal and vertical measurements from GPS and blue and green arrows are forwarded horizontal and vertical displacements from our model.
Only near-field stations are plotted.

a significant reduction of the discrepancy between slip at the sur-
face and that at depth for all three large strike-slip earthquakes that
we studied, with the shallow deficit for Landers Earthquake being
reduced from 46 to 18 per cent, Hector Mine from 18 to 3 per cent
and El Mayor–Cucapah from 60 to 11 per cent. These results are
consistent with our synthetic tests, which showed that the increased
data coverage would lead to a more accurate fault slip model.

Some previous studies of major earthquakes showed only minor
residuals after inversion (Jónsson et al. 2002; Simons et al. 2002;
Fialko 2004). In contrast, our study shows that, after performing the
inversion, large residuals still exist around the immediate vicinity
of the fault. Part of the reason is that we used more near-fault data
that have larger error. Also, we need to note the fact that a simplified
fault geometry, as used in most inversions, is unable to represent a
complicated surface rupture, we believe these large residuals mostly
come from near-fault inelastic deformation, even though it could
be argued that they may be associated with unwrapping errors. The
good correspondence between our unwrapped phase and the fault
offset estimates, however, gives us more confidence in the phase
unwrapping results. An additional consideration in documenting
the SSD is that elastic models may overestimate slip at about 4 km
depth, if the true condition is elastoplastic (Kaneko & Fialko 2011).
Thus, our estimates of SSD ranging from 3 to 18 per cent may still

overestimate the deficits in these earthquakes, suggesting that the
true deficits may be even smaller, or close to zero.

Field surveys of large-magnitude surface ruptures commonly
show wide variability in structural style and the variability of on-
fault versus off-fault deformation. For example, along many sur-
face ruptures, particularly those on faults with small cumulative
displacements (i.e. structurally immature faults) and at major struc-
tural complexities along more-mature faults, it is revealed that some
fault sections exhibit zones of widely distributed surface defor-
mation that encompass numerous small secondary structures (e.g.
minor fault strands and distributed cracking), as well as truly dis-
tributed deformation, such as folding and waping (Rockwell et al.
2002; Treiman et al. 2002; Dolan & Haravitch 2014). Collectively,
these structures accommodate distributed inelastic deformation in
the near-surface region around the main fault rupture. The style,
magnitude and width of these zones of inelastic damage vary from
rupture to rupture, likely in response to numerous factors, including
the structural maturity of the fault, the detailed structural geom-
etry of the surface rupture and the type and thickness of near-
surface geological materials through which the ruptures propagates
(Dolan & Haravitch 2014). In the 1999 Hector Mine earthquake,
for example, the sections of the rupture that extended the sur-
face in bedrock (Treiman et al. 2002) exhibited a relatively small
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Figure 14. GPS measurements from 158 stations and the forwarded displacement at these stations for 2010 El Mayor–Cucapah earthquake. Black and red
arrows represent horizontal and vertical measurements from GPS and blue and green arrows are forwarded horizontal and vertical displacements from our
model. Only near-field stations are plotted.

discrepancy between geological surface displacements and esti-
mates of slip at depth from geodetically constrained inversions
(Jónsson et al. 2002; Simons et al. 2002), indicating relatively minor
amounts of near-fault inelastic deformation. Conversely, sections
of the rupture that extended to the surface through thick sediments
showed a much larger discrepancy between on-fault surface dis-
placements and slip at depth from the inversions (Dolan & Haravitch
2014). These very different surface deformation patterns along dif-
ferent parts of the Hector Mine rupture are consistent with the fact
that the section of the surface rupture that ruptured through bedrock
exhibited only a small decorrelated area near the fault, despite the
large magnitude of the earthquake and the interferogram for this
event is usually considered to be the best earthquake interferogram
yet determined for a major earthquake. In marked contrast, the 2010
Mw = 7.1 Darfield earthquake exhibited almost no discrete fault-
ing as part of the surface rupture, despite overall displacements
at the surface reaching 5 m (Van Dissen et al. 2011). Rather, the
surface deformation was expressed as 30- to 300-m-wide zones of
distributed faulting, likely as a result of the fact that the rupture
extended upwards through very thick, undeformed glacial outwash
gravels (Van Dissen et al. 2011). Dolan & Haravitch (2014) sys-
tematically analysed the discrepancy between geological surface

displacements and estimates of slip from geodetic slip inversion for
six large (Mw = 7.1–7.9) strike-slip earthquakes and argued that pat-
terns of near-surface inelastic off-fault deformation are controlled
to a large degree by the structural maturity of the fault. They found
that ruptures on structurally immature faults are characterized by
large SSDs, whereas ruptures along structurally mature faults ex-
hibited much small discrepancies between surface fault slip and slip
at depth. As discussed above, we can explain most, and perhaps all,
of the apparent SSDs for the three earthquakes we studied through
a combination of three factors: (1) failure to include constraints on
near-fault surface deformation patterns in the inversions; (2) failure
to incorporate measurements of distributed (i.e. ‘off-fault’) inelastic
near-surface deformation in the inversions and (3) the use of elas-
tic models, which will underestimate near-surface slip. The three
earthquakes we study were all generated by structurally immature
faults, and thus exhibited large amounts of near-surface inelastic de-
formation, and commensurately large apparent SSDs. Earthquakes
generated by more structurally mature faults exhibit much smaller
apparent SSDs (Dolan & Haravitch 2014), and we think that the
factors mentioned above will likely be able to account for all of
the measured SSDs, although this remains an area that needs to be
documented more thoroughly. In summary, based on these various
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Figure 15. Slip distribution from InSAR-GPS-Arial Image joint inversion for 1992 Landers earthquake with an elastic half-space model. Colours represent
strike-slip while arrows stand for total slip and the direction.

factor, we think that most, and perhaps all, of the SSDs that have
been inferred in the past can be explained by coseismic inelastic
behaviours and will be easily compensated interseismically, if there
is any.

6 C O N C LU S I O N S

We investigated the SSD of three Mw > 7 strike-slip earthquakes
using GPS and InSAR observations and optical image correlation

of aerial photography and SPOT satellite data. Our synthetic test
demonstrated that failure to include data on surface deformation
around fault may introduce an artificial SSD to elastic half-space
models. By exploring the optimal set of the phase unwrapping pa-
rameters inside the SNAPHU algorithm, we were able to recover
deformation signals that were previously buried in the decorre-
lated sections of interferograms in the high-deformation zones sur-
rounding the faults. Combining this deformation with additional
GPS coverage and near-fault measurements of surface deformation
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Figure 16. Slip distribution from InSAR-GPS-Arial Image joint inversion for 1999 Hector Mine earthquake with an elastic half-space model. Colours represent
strike-slip while arrows stand for total slip and the direction.

patterns from analysis of optical imagery, we provided a spatially
complete constraint on the slip versus depth patterns. The resulting
inversions reveal relatively small apparent SSDs ranging from 3 to
18 per cent. Although these deficits are much smaller than previous
estimates, the left discrepancies need to be explained. We suggest
that there are three complementary possible explanations, which are,
sample of earthquakes being not large enough, interseismic slip or
triggered slip compensation and possibly the artefact from using

purely elastic models. The SSDs that have been apparent in pre-
vious comparisons of on-fault geological are at least partially, and
perhaps almost entirely, artefacts of the earlier analyses. Failure to
incorporate near-fault surface deformation patterns as a constraint
in geodetic inversions, together with a smoothness regularization,
can lead to artificial SSDs that obscure the fact that essentially all
slip at depth in large earthquakes likely extends to the surface as a
combination of on-fault slip and off-fault distributed deformation.
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Figure 17. Slip distribution from InSAR-GPS-Arial Image joint inversion for 2010 El Mayor–Cucapah earthquake with an elastic half-space model. Colours
represent strike-slip while arrows stand for total slip and the direction.

Figure 18. Normalized cumulative strike-slip versus depth for three large
strike-slip earthquakes, from our new inversion results. Cumulative strike-
slip is computed by integrating the strike-slip along fault trace. The results
are normalized by the maximum amount of cumulative strike-slip.
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S U P P O RT I N G I N F O R M AT I O N

Additional Supporting Information may be found in the online ver-
sion of this paper:

Figure S1. Cross-sections in model space along weigh directions
versus percentage of recovery. Horizontal axes for (a) (b) and (c)
represents weighs of azimuth offset, GPS observations and fault
offset estimates from SPOT image, for the inversion of 1992 Landers
earthquake, while weigh for InSAR phase data is defined as 1.
Similarly, (d), (e) and (f) are weighs of the datasets for 1999 Hector
Mine earthquake and (g), (h) and (i) for 2012 El Myaor-Cucapah
earthquake. In all the plots above, blue line represents the recovery
for InSAR phase data, red line for InSAR azimuth offset data,
green line for the recovery of GPS data and magenta line for the
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recovery of estimated fault offset from aerial image. Grey dash lines
represents the selection of the weigh values.
Figure S2. Percentage of recovery for each dataset versus smooth
factor in each inversion. (a) 1992 Landers, (b) 1999 Hector Mine,
(c) 2010 El Mayor-Cucapah. In all the plots above, blue line repre-
sents the recovery of InSAR phase data, red line for the recovery
InSAR azimuth offset data, green line for the recovery of GPS data,
magenta line for the recovery of estimated fault offset from aerial
image and black line represents the mean recovery of these four
data sets. Grey dash lines represent the selection of smooth factor
for each earthquake.
Figure S3. How to correctly unwrap a deformation field with a
rupture inside. (a) is the true deformation field in radiant (phase).
(b) is the wrapped phase, i.e. the synthetic interferogram. (c) is the
directly unwrapped phase using SNAPHU with default settings. (d)
is the unwrapped phase with a correlation mask right on the rupture.
(e) is unwrapped phase with assuming a maximum discontinuity be-
ing approximately 400 radiant. (f) is unwrapped phase with comb-
ing methods in (d) and (e), i.e. assuming an approximate maximum
discontinuity and setting a correlation mask on fault.
Figure S4. Synthetic test of inversion with full data coverage.
(a) is the North component of the deformation field with assumed
slip in Fig. 3(a). (b) is the recovered slip from inversion with 2 per
cent local noise added. (c) is the cumulative strike slip versus depth
with the dash line being the input slip from Fig. 3(a).
Figure S5. Monte Carlo simulation for testing the model’s uncer-
tainty by perturbing the data with spatially correlated red noise
(1000 realizations). (a) is an example of the red noise generated
for each InSAR scene during each realization. (b) and (c) are the
strike-slip and dip-slip uncertainty for the 1992 Landers earthquake
in cm. (d) and (e) are the strike-slip and dip-slip uncertainty for the
1999 Hector Mine earthquake in cm. (f) and (g) are the strike-slip
and dipslip uncertainty for the 2010 El Mayor-Cucapah earthquake
in cm (http://gji.oxfordjournals.org/lookup/suppl/doi:10.1093/gji/
ggv563/-/DC1).

Please note: Oxford University Press is not responsible for the con-
tent or functionality of any supporting materials supplied by the
authors. Any queries (other than missing material) should be di-
rected to the corresponding author for the paper.

A P P E N D I X : J O I N T I N V E R S I O N
P RO C E D U R E

Here, we provide the inversion procedure used to estimate slip at
depth from a variety of surface observations. The overall approach
is to minimize the misfit between the observations and the model
subject to positivity and smoothness constraints. The minimization
is

min(||Am − b||2 + λ2||Sm||2) (A1)

where λ is the smoothness factor that represent how rough the slip
distribution is. Am = b together with Sm = 0, can be expanded as
following⎡
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(A2)

where G are the Green’s functions calculated according to Okada
(1992), with three components being projected to observation direc-
tions for InSAR and GPS data, and to the fault azimuth for optical

imagery data. d represent observations, W represent weighs (here
are diagonal matrices), R represent orbital error absorbing compo-
nents, S represent smoothness regularization and m is the model.
Subscripts p, a, g and o refer to InSAR phase, InSAR azimuth off-
set, GPS and optical imagery data, respectively. Subscript r refers
to ramp absorbing component and u refers to modeled slip. Other
non-linear parameters such as dipping angles are included in the
computation of Green’s function (Okada 1992).

For the weighs of each data set, they are the multiplication of
two parts, the pre-assigned weigh wpre and the weigh relative to
InSAR phase data wpost. For InSAR data, wpre is proportional to the
square root of the number of points inside a subsampled section (ni)
(Simons et al. 2002), which is

wi
pre = n1/2

i∑N
j=1 n1/2

j

(A3)

where N is the total number of points in each data set. For GPS and
optical imagery data, wpre is inversely proportional to the uncer-
tainty (σ i) (Simons et al. 2002), which is

wi
pre = σ−1

i∑M
j=1 σ−1

j

(A4)

where M is the total number of observations in each data set. The
weighs relative to InSAR phase data wpost are part of the non-linear
parameters we established a comprehensive search for (solutions
shown in Fig. S1).

The orbital ramp components are composed of columns of x, y
positions and ones for representing individual planar ramps for each
InSAR acquisition as following.[

Rp

Ra

]

=

⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎣

x1
1 y1

1 1 0 0 0 0 0 0 ...

x1
2 y1

2 1 0 0 0 0 0 0 ...

... ... ... ... ... ... ... ... ... ...

0 0 0 x2
1 y2

1 1 0 0 0 ...

0 0 0 x2
2 y2

2 1 0 0 0 ...

... ... ... ... ... ... ... ... ... ...

0 0 0 0 0 0 x3
1 y3

1 1 ...

0 0 0 0 0 0 x3
2 y3

2 1 ...

... ... ... ... ... ... ... ... ... ...

⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎦

(A5)

where x and y represent east and north positions. In xi
j , i and j refer

jth point in ith acquisition. After the inversion, each ramp signal
can be estimated as r i

j = ai xi
j + bi yi + ci , where ai, bi and ci are

parameters in mr. Also, in order to get a robust solution for both the
ramp and the slip model, we began the inversion with a relatively
high ramp weigh (Wr). After removing this initial ramp from the
data, we assign a smaller weigh (Wr) so as to remove any remaining
residual ramp while not affecting the solution of the slip.

Since we assumed the faults having both strike and dip slip during
the earthquakes, the model is represented as[

mu

mr

]
= (

ss
1, sd

1 , ss
2, sd

2 , . . . . . . ss
N , sd

N ,

a1, b1, c1, . . . . . . aM , bM , cM

)T
(A6)

where ss
i and sd

i represent strike and dip slip for the ith patch, and
ai, bi and ci are ramp parameters for the ith InSAR acquisition. N is
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the total number of patches in a model and M is the total number of
InSAR acquisitions used in the inversion.

The first difference smoothness matrix is given by

S =

⎡
⎢⎢⎢⎢⎣

... ... ... ... ... ...

... −1/ri j ... 1/ri j ... ...

... ... −1/ri j ... 1/ri j ...

... ... ... ... ... ...

⎤
⎥⎥⎥⎥⎦ (A7)

where i and j are indexes of two adjacent patches and r represent

the distance between the two patches. Note that the smoothness are
the same for dip and strike slip.

The optimization for non-linear parameters is done by sys-
tematically searching the parameter space with one parameter at
time. The search exits when no parameter change can provide
a 0.1 per cent smaller overall least-squares residual between the
model and the data. A series of large-scale initial states are tested
in order to avoid the solution from falling into local minima.
The Green’s functions are recomputed when the fault geometry
changes.
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